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NOTES:
1. THIS IS A ULTRA- HIGH VACUUM COMPONENT (UHV)

B 2. WHEN MACHINING VACUUM PARTS, USE OF B
SILICONE AND SULPHUR-BASED CUTTING FLUIDS
IS PROHIBITED. USE ONE OF THE FOLLOWING:

A) CIMCOOL 5 STAR 49
B) TRIM SOL

3. FINISHING: WHEN MACHINING VACUUM PARTS USE OF
ABRASIVE PAPER OR SANDING DISCS, BUFFING OR
POLISHING COMPOUNDS, OR RESIN-BONDED GRINDING

——— WHEELS IS PROHIBITED —

4. CERTIFICATION OF ULTRA SONIC TEST AND VACUUM I I I I
EXAMINATION SHALL BE SIGNED BY A CONTRACTOR
REPRESENTATIVE AUTHORIZED TO SIGN SUCH CERTIFICATION

5. DIMENSIONS IN [ ] ARE MILLIMETERS AND M1410001-03-1
FOR REF. ONLY 1ps 0
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* MACHINE AFTER EXPLOSIVE BONDING o013 MUSCIA 2/9/98 | D. SHU 3/20/94

A J. CHANG 3/19/94 T.M. KUZAY 3200 M1-40 APS 4-ID FRONT END A
3 ] 4.000 [101.60] WAS 4.500 [114.30] o] sc. Juess 1 ST FIXED MASK
2 | 4.250 [107.95] WAS 3.750 [95.25] SHUMUSCIA _| 2/998 MAIN BODY

1.750 [44.45] DIM. ADDED o] sc. | e D. SHU 312009
1 |NO CHANGE, NO DRAWING Mam.
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